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Applications
• in circular profi les DN 178 - DN 800
• in ovoid profi les DN 200/300 - DN 600/900
• tight integration of house connections in the main  

sewer with and without a liner
• repair of leaking pipe connections with socket form-

work
• fi lling lateral and longitudinal cracks
• repairing connections and sealing holes

Product characteristics
• equipped with radial and axial fi lling arms
• continuously adjustable electric propulsion and        

rotary drive
• camera
• control via console with joystick or vehicle rear

Optional
• large selection of accessories such as formwork   

without hole, formwork with a variety of hole diame-
ters, socket formwork, lashing straps/gear racks, 
wheels, and wheel extensions

• ovoid profi le chassis adaptable

Advantages
• PI.TRON SR 178 and SR 300 fi lling robots are 

PI.TRON multifunctional robots, and can be conver-
ted by using diff erent top modules (HatSet, HydroJet 
Kit, WaterStop)

• quick and easy exchange of the top module due to the 
convenient bayonet lock

• operate a variety of technologies via one control 
stand

• PI.TROC resin specially developed for the PI.TRON 
fi lling and grouting procedure available, for optimal 
fi nishing

The electric PI.TRON fi lling and grouting system enables high-precision and fl exible work on partial repairs of dama-
ged areas, and in the rehabilitation of connectors in sewers between Diameter DN 178 and DN 800, as well as in 
commonly sized ovoid profi les. Rehabilitation using the fi lling and grouting procedure has been a trusted option for 
many years. The PI.TRON fi lling and grouting system includes the fi lling robots SR 178 and SR 300, as well as the 
formwork systems SM 200 and SM 300.

Proven procedure for   
trenchless sewer rehabilitation

PI.TRON
fi lling & grouting

system
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Technical data Filling robot
SR 178

Filling robot
SR 300

Drive electric electric

Range of application DN 178 - 300 DN 250 - 600 (800)

Overall length 1,030 mm 980 mm

Weight 35 kg 55 kg

Filling magazine content (cartridge) 1.8 l 2.75 l

Extension 80 mm 88 mm

Rotation 670° 560°

Technical data Formwork system
SM 200

Formwork system
SM 300

Range of application DN 200 - 300 DN 300 - 800

Length with robot 1,160 mm 1,170 mm

Weight without robot 11 kg 8 kg


