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Applications
•	 in main sewers DN 200 with liner - DN 800
•	 in inflows DN 100 - DN 200

Product characteristics
•	 adaptable to the multifunctional robot via an easy 

bayonet lock
•	 560° rotation
•	 firm tensioning and pressing of the hat brim
•	 hinged structure
•	 integrated additional camera
•	 control via console with joystick and vehicle rear

Optional
•	 large selection of accessories such as balloons

Advantages
•	 PI.TRON HatSet is a top module for the versatile 

PI.TRON multifunctional robot
•	 quick and easy exchange of the top module due to the 

convenient bayonet lock
•	 560° rotation reaches every part of the inflow

•	 PI.TROC resin was specially developed for the 
PI.TRON HatSet process available for optimal imple-
mentation

Function of the PI.TRON HatSet HSS200
•	 application range DN 200 - 300
•	 consisting of a packer with a vulcanized bladder
•	 elasticity allows rehabilitation of typical geometries
•	 packer balloon unit folds up by 90°
•	 heating unit installed inside reduces curing time of 

the top hat
•	 flow openings promote the flow of wastewater

Function of the PI.TRON HatSet HSS300
•	 application range DN 350 - 600 (800)
•	 consisting of a self-supporting, rotating, and folding 

bracket
•	 various conical rubber bladders can be mounted on 

a rigid molded plate
•	 the top hat is positioned by a scissor mechanism and 

pressed against the pipe wall by a compressed air 
cylinder

The PI.TRON HatSet makes it easy to set hat profiles for installing pipe liners in inflow areas. This heated setting   
device can be used to complete rehabilitations in main sewers DN 200 with a liner to DN 800 in size, as well as in 
inflows DN 100 to DN 200 in size in a quick and controlled way.

Heated setting device for hat 
profiles for quick and controlled 
hardening



Technical data HatSet HSS200 HatSet HSS300
Range of application DN 200 - 300 DN 350 - 600 (800)

Weight 10.3 - 13.6 kg 12.6 kg

Dimensions length 1,120 mm length 780 mm

Rotation 670° 560°

Balloon sizes packer:   130/ 710 mm (DN 200)
                170/710 mm (DN 250)
                210/710 mm (DN 300)
conical balloon:   90/110 mm

conical balloon:     80/100 mm
                             100/130 mm
                             120/150 mm
shield:   460/362 mm

Heat output 200 W balloon
200 W top hat brim

200 W balloon
200 W shield

Optional •	 extension for DN 800
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